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Cadman Power Equipment is pleased to present its line of Nutrient Management products.
Our goal is to provide you, the customer, with reliable and economical solutions for liquid
nutrient land application.

DODA PTO LIQUID MANURE PUMPS

Cadman modifies all new Doda
pumps they sell to meet their rigid
specifications of quality

and performance.

PTO Models available:

« AFI-L20: 200 GPM @ 110 PSI

* AFI-L24: 400 GPM @ 115 PSI

* AFI-L27: 700 GPM @ 175 PSI

* AFI-L35: 1,000 GPM @ 130 PSI

Cadman offers an array of diesel power units
featuring engines from Cummins, John Deere,
Yanmar and Daewoo. These high quality power
units can provide you with superior performance
and low fuel consumption. Available in horsepower
from 35 to 1,000, Cadman can match the engine
to the right manure pump for you. Options include
an auxilliary hydraulic system to run a submersible
pit pump and an air compressor for cleaning

L . Ground Level
out your system when finished pumping.

90° elbow

UNDERGROUND b _
SUPPLY LINE . Z-pipe
SYSTEM

Ground Level
 Available in 6" and

8" diameter (other sizes PVC tube
available upon request). | l:l

160 and 200 PSI ratings. -

* Galvanized fittings : Ed—Tee
(z-pipes, elbows, tees, etc.) (|

* In-line resilient wedge valves.

* Various couplings available
(ringlock, Red-Head, etc.)

* Less handling than aluminum pipe.
» Reduces risk of spills.
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6000 HOSE CADDY

* Holds up to 1*/s miles of 6" soft hose.
« Available in either 5 or 10 hose capacity.

¢ 16.5 L x 16.1 High floatation tires, available with
power implement or diamond tread pattern.

e Heavy duty frame.

e Cadman Positive Traction chain drive.
e Hydraulic hose retrieve.

« Disc brake.

e Hydraulic articulating tongue.

« Segmented or open drums available.
* Optional tandem walking beam axle.

Red-Head coupler with reducer

Ringlock elbow

CADMAN SOFT HOSE
SUPPLY LINE

» 250 PSI operating pressure.
* 750 PSI burst pressure.
* 660’ lengths.

« Held securely together with Red-Head
sexless couplers.

Red-Head coupler

BLOW-OUT BALL

Used in conjunction
with an air compressor,
the blow-out ball is
placed in the supply
line at the source.
Once the line is
pressurized with air,
the blow-out ball
makes its way through the system, purging
the liquid manure out through the applicator.
Once the ball gets to the applicator, it enters
into a catch cage where it can be retrieved
for further use.




3500M, 4000M & 4500M DRAG HOSE REELS

* Up to 150 acres can be spread in a single set up.
» Heavy-duty frame.

* Hydraulic hose retrieve.

* Hydraulic stabilizer legs.

*16.5 L x 16.1 Power implement tires.

» Tandem walking beam axle (optional on 3500M).
* Oversized plumbing to reduce pressure loss.

» Automatic hose retrieval stop.

» Cadman Positive Traction chain drive.

 Hydraulic braking system.

LIQUID MANURE BOOM SYSTEM

* More opportunity to spread.

e Little or no compaction problems.

» Minimal drift because of low application height.
* Reduction of odour.

e Less time in the field.

A cost effective solution to manure
management.

« Controlled application.

SPLASH PLATE

and overlap in the centre.

Designed specifically for nutrient
management application, the
Cadman M series is the world’s
first hard hose drag line system.
It can be used in conjunction with
Cadman’s liquid manure boom for
surface application or adapt to a
wide variety of incorporation or
injection applicators.

AVAILABLE SIZES:

(Hose inside diameter and length)
3500M 3.5" x 1,200
4000M 4.0" x 1,550'
4500M 4.5" x 1,320

Custom sizes may be available
upon request. Ask your Cadman
representative for details.

By raising or lowering the hydraulically operated splash
pans, the operator can easily achieve the desired width



CADMAN MANURE BOOM ON 3-POINT HITCH OF TRACTOR

SUPPLY LINE

HOW IT WORKS

Using the Cadman Hard Hose Drag
System to spread liquid manure is
simple and economical. Park your
Hard Hose Drag Reel in the centre
of the field the manure is to be

DRAG PATTERN OF HARD HOSE

applied in. Uncaoil the hard hose
pulling towards the farthest corner.
Simply drag the hose back and forth
across the field until the whole field
has been covered. When finished,

| POSITION OF CADMAN REEL unhook the applicator from the hard

Shown here is a
typical layout for a
drag hose operation.

hose and wind in the hose.

CONTROL AT YOUR FINGERTIPS!

As an option, Cadman offers a multi-level monitoring system
that can be placed in your tractor. The first step is a magnetic
flowmeter, letting your monitor know how much manure is
being flowed through the applicator. The second step is a
system that monitors the speed of the tractor, width of the
spread pattern and flow. By recording these factors, you will
have a constant reading of how much manure is being applied
per acre. Finally, by connecting your system to a GPS, you can
produce a reliable map of where you applied the manure on the
land. With write-back capability, a printed map can be created
for your records.

Because of growing environmental concerns, Cadman also
offers with its monitoring panel an RF control system for the
source pump at the lagoon or pit. Options include emergency
stop of the engine/tractor, constant monitoring of engine RPM
and pump pressure, and ability to increase or decrease engine
RPM to control the pump pressure.



Input P.S.I. Flow Acres U.S. Gallons of
Model Hose Hose at Drag Applicator Rate Per Manure Applied In
I.D. Length Hose Reel P.S.1. U.S. GPH Setup 10 Hour Day
3500M 83" 1,200 150 20 25,000 65 250,000
4000M 4.0" 1,550 150 20 40,000 105 400,000
4500M 4.5" 1,320 150 20 65,000 75 650,000

Aerial view of Cadman’s 84,000 square foot production facility.

See your irrigation representative about Cadman’s complete line of irrigation products.

Cadman Water Travellers Caprari Water Pumps Power Units Aluminum Pipe and Fittings PVC Pipe and Fittings

Cadman Power Equipment Limited, whose policy is one of continuous
improvement, reserves the right to change specifications, design or prices without
incurring obligation.
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Cadman Power Equipment’s 50 years of leadership and
experience in design and manufacturing stands behind all
Cadman products.

Cadman >
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